
Hydraulic filter, principe “action-reaction”. 
Programmer that cannot be modified by the end user. 
Ekolu has a prefilter catridge where the coarse debris 
is removed.  

Screen
EkoLU

SYSTEM / FEATURES
The filtration occurs by the physical retention of particles 
larger than the stainless steel heat-welded screen.
It also has great filtration surface and reduced head loss.
a prefilter catridge where the coarse debris is removed.  

CONSTRUCTION MATERIALS
Body: carbon steel.
Joints: synthetic rubber nitrile 60º Shore.
Screws: zinc-plated weather resistant.
Screen: poliamide cartridge and stainless steel screen.
Suction mechanism: stainless steel.

STEEL SURFACE TREATMENT
The steel elements are treated internally and externally and 
an impregnation of NANOTECHNOLOGY. After that, the 
elements are painted by electrostatic spraying powder paint, 
epoxy polyester.

FILTERING ELEMENT
Stainless steel screen injected in a poliamide tubular structure. 
For our automatic filters the standard screen is 0,190 mm, we 
also have screens from 1,5 mm up to 0,01 mm. 

CLEANING 
Hydraulic system. The poliamide nozzles are in charge in 
the cleaning vacuum, ranging along the cartridge, driven by 
hydraulic power. 

PRESSURES
Max pressure: 10 kg/cm²
Min pressure: 1 kg/cm²
Min cleaning pressure: 2,5 kg/cm²
Testing pressure: 15 kg/cm²
Available pressure: 16 kg/cm²

 1,5mm. 0,75mm. 0,5mm.   0,3mm.   0,2mm.       0,130mm.      0,08mm.      0,05mm.      0,02mm.

EKO12H3S filter

TECHNICAL DATA
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BACKWASHING 
PRESSION 

2,5
Kg/cm2

EkoLUPRES
MAX Kg/cm2

142 psi

10PRES
MAX16

Kg/cm2

228 psi

disponible
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AUTOMATIC HYDRAULIC SCREEN FILTER EKOLU

HEAD LOSS

* Security area for the cartridge removal
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A (Ø) B (mm)  C (mm) D (mm) E (mm) F (Ø) G* (mm) H (mm) Net Weight  
(Kg)

Package 
Dimension (mm)

Package 
Weight (Kg)

Package 
volume (m³) Code

3" Flange 450 220 1.240 370 1" H 355 365 50 1200x600x310 55 0,223 EKO3HS

4" Flange 450 220 1240 370 1" H 355 365 50 1200x600x310 55 0,223 EKO4HS

4" Flange 900 220 2600 370 2" H 355 1421 75 2310x700x850 115 1,37 EKO4H2S

4" Flange 450 406 2280 760 2" H 1270 80 185 2070x700x850 226 1,23 EKO4H3S

6" Flange 750 220 1600 370 1" ½ H 355 717 68 1420x700x850 110 0,26 EKO6HS

6" Flange 900 220 2600 370 2" H 355 1421 75 2310x700x850 120 1,37 EKO6H2S

6" Flange 800 406 2280 760 2" H 1270 80 190 2050x700x850 230 1,21 EKO6H3S

8" Flange 1100 406 2415 760 2" H 1405 80 205 2200x700x850 240 1,30 EKO8H3S

10" Flange 1100 406 2685 760 2" H 1675 80 230 2400x700x850 270 1,42 EKO10H3S

12" Flange 1370 406 2820 760 2" H 1810 80 245 2600x700x850 280 1,54 EKO12H3S

Results obtained in our factory with approved measuring instruments, 
using clean water as a liquid for assessment and Lama screen of 190 
µm.
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AUTOMATIC HYDRAULIC SCREEN FILTER EKOLU
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Flow Limit 
3m H.D.

Max. recommended flow 
(m3/h) Filtration Surface 

(cm2)

Backwashing 
Pression 
(Kg/m3)

Backwashing 
flow

(m³/h)

Backwashing 
Water Quantity 

(l)

Backwashing 
time

 (minimum)

Number of 
cartridges 
sections

        Code
< 50ppm 50/100ppm

180 70 37 1593 3378 6,2 34,4 20" 2 x T14P176 EKO3HS

180 70 37 1593 3378 6,2 34,4 20" 2 x T14P176 EKO4HS

720 280 150 6370 8155 15,5 215 50" 8 x T14P176 EKO4H2S

1050 350 211 9568 12893 12,4 172 50" 8 x T28P135 EKO4H3S

370 144 77 3185 4970 12,4 68,8 20" 4 x T14P176 EKO6HS

720 280 150 6370 8155 15,5 215 50" 8 x T14P176 EKO6H2S

1050 350 211 9568 12893 12,4 172 50" 8 x T28P135 EKO6H3S

1400 470 284 10764 14089 15,5 215 50" 9 x T28P135 EKO8H3S

1480 490 296 13156 16481 18,6 258 50" 11 x T28P135 EKO10H3S

1800 600 363 14352 17677 18,6 258 50" 12 x T28P135 EKO12H3S

Cartridge section Ø 282 135 mm 0,190 mm screen T28P135

Cartridge section  Ø 144 176 mm 0,190 mm screen T14P176

- Mini’s programmer wash duration with only one filter is automatic. 
- Please ask for low pressure cleaning options. 
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